
 

Maintenance Plan – JET JWDS-1632 Drum 

Sander 
 

� Daily / Routine Maintenance 

 
������	 Thoroughly clean the machine after each use (especially drum, conveyor belt, dust hood). 

 

��
���� Visually inspect abrasive strip and feed belt for wear or damage. 

 
����� Check dust extraction system for proper operation and clean if necessary. 

 
��� Ensure drum cover and safety locks are properly secured. 

 

� Monthly Maintenance 

 
����� Check and, if necessary, re-align the sanding drum parallel to the conveyor table. 

 
 !"#$% Inspect and lubricate height adjustment mechanism (lead screw). 

 
&' Blow out dust from motors, switches, and inside the sanding drum using compressed air. 

 
() Check infeed/outfeed roller pressure and adjust if needed. 

 

� As-Needed Maintenance 

 
*+, Replace sanding strip or feed belt if sanding quality drops. 

 
-./01234 Replace feed conveyor belt if it slips or shows signs of damage. 

 
567 Adjust conveyor belt tracking using the take-up screws if belt drifts. 

 ) Inspect motor carbon brushes (every 2 months under heavy use); replace if worn. 

 

8 Recommended Lubricants 

1. Guide Rails & Height Adjustment Screw 

 Type: PTFE Dry Lubricant (non-silicone) 
 Examples: Weicon PTFE Spray, Ballistol Dry Lubricant Spray 

2. Small Moving Parts / Mechanisms 

 Type: Light machine oil 
 Examples: Ballistol Universal Oil, Caramba Machine Oil 

3. Bearings & Bushings (if not sealed) 

 Type: Multi-purpose grease, NLGI grade 2 
 Examples: SKF LGMT 2, Liqui Moly LM 47 




9:;< Note: Always clean thoroughly before applying lubricants. Avoid spraying near conveyor belts or rubber parts. 

 

= Optional Accessories 

 723521 – Infeed / Outfeed Table (for JWDS-1632) 
 98-0130 – Locking Casters (Set of 4) 

 

> Consumables / Abrasives 

 306399.01 – Sanding roll 75 mm × 25 m, Grit 60 
 306400.01 – Sanding roll 75 mm × 25 m, Grit 80 
 306401.01 – Sanding roll 75 mm × 25 m, Grit 100 
 306402.01 – Sanding roll 75 mm × 25 m, Grit 120 
 306403.01 – Sanding roll 75 mm × 25 m, Grit 150 
 306404.01 – Sanding roll 75 mm × 25 m, Grit 180 
 JWDS1632-226 – Conveyor Belt, Grit 100 

 

? Maintenance Tip 

Before applying lubricants, clean all parts thoroughly to prevent dust buildup and resin clogs. 

Disclaimer 

The information and recommendations in this document have been compiled with the utmost care and are 

based on the current state of technology and the manufacturer’s specifications. We accept no liability for 

errors, omissions, or consequences resulting from the use of this document. 

All maintenance work and adjustments are performed at your own risk. Please observe the safety instructions 

and guidelines in the official user manual provided by the manufacturer. No liability is accepted for damages 

resulting from improper maintenance, use of unsuitable products, or deviation from the recommended 

procedures. 

 


